
which equates to luxury. Characterised by a high technical performance, 
this leather is suitable for car interiors, aviation and marine.
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SIZE

THICKNESS

APPLICATION

FINISH ADHESION

TEAR STRENGTH

TENSILE STRENGTH

ARTIFICIAL AGEING -  4 HOURS @70°C

CARE INSTRUCTIONS

COLOUR FASTNESS TO RUBBING
DRY 1500 CYCLES, WET 300 CYCLES,
PERSPIRATION ( ISO11640) 100 CYCLES
EVALUATION ISO 105-A03 /  A04

COLOUR FASTNESS TO ARTICIAL LIGHT

Bovine

Pigmented

Average 4.8sq mtrs

1.1 - 1.3mm

Multiple Applications including Automotive, Aviation 
and Marine. Conforms to  IMO RES A 652 (16)

ISO 11640 | ≥ 4
UNI EN ISO 11640: 1980 ≥ 4

ISO 11644 | ≥ 4 N/CM

ISO 3376 | ≥ 130 N

ISO 3377-1 | ≥ 20 N

MINIMUM 4

Vacuum regularly with soft brush. Use a damp white
cloth that is colourfast and wipe regularly. Do not
use detergents, solvents, abrasives. Protect from 
direct sunlight and heat sources. Avoid sharp objects.

UNI EN ISO 105B02 ≥ 4 

BURNING BEHAVIOUR FMVSS 302 | ≤ 100mm/min

Is a high end Nappa 
leather with a smooth, 
soft appearance. With 
its high technical norms, 
it is being used in all 
the marquee brands 
internationally. Prestige 
Nappa is also suitable 
for marine & aviation 
applications given its 

VIEW ENVIRONMENTAL ACCREDITATIONS & FULL SPECIFICATION DETAILS

BLUE ANGEL CERTIFIEDWHEELMARK CERTIFICATION IMO 652  LWG GOLD RATED


